
| GLOVE PROFILE | ASTM D 5250 | 

Length mm (inches)

Cuff Thickness mm (mils)

Palm Thickness mm (mils)

Finger Thickness mm (mils)

Tensile Strength Before Aging
After Aging

Elasticity/Elongation Before Aging
After Aging

Pinhole Defect Rate* (AQL)

* Pinhole Defect Rate is FDA minimum requirement.

| PRODUCT CODE | PACKAGING

min. 230 (9.1)

n/a

min. 0.08 (3.1)

min. 0.05 (2.0)

min. 11
min. 11

min. 300
min. 300

max. 2.5

POWDER-FREE EXAMINATION GLOVES 

Derma Free® vinyl gloves provide 
complete hand protection for a variety of 
applications. This 100% synthetic glove 
is powder-free and features a smooth 
surface for more natural tactile sensitivity.

• 100% synthetic with a thicker design

• Smooth surface provides a more  
natural feel

• Produced without the use of DEHP  
or DINP

CLEAR

VINYL

NON-STERILE

AMBIDEXTROUS

SMOOTH

BEADED CUFF

FOR SINGLE USE ONLY

NON-LATEX

 DERMA FREE®
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COLL-SPEC-DF850. v2

RECOMMENDED
INDUSTRIES

AUTOMOTIVE DENTAL EMS HEALTHCARE IND. SAFETY LABORATORY

100 Gloves/Box

10 Boxes/Case

S DF-850-S

M DF-850-M

L DF-850-L

XL DF-850-XL

  DERMA FREE®

235 (9.3)

0.08 (3.1)

0.10 (3.9)

0.09 (3.5)

21
20

300
300

1.5


